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B r i l l i a n c e  b y  d e s i g n .

hen you are looking to add decorative

lighting appointments to your next project,

look to Lite Energy Architectural Cages. Shaped to

create a distinctive mood, this series features sixty

artist-designed styles in a wide

variety of shapes and

an array of

designer colors.

Lite Energy has

creatively merged form, function

and exceptional value. These lighting fixtures are

designed and manufactured to combine rugged

construction with meticulous attention to detail.

Their marine attitude, with hefty ribbed cages and

all aluminum construction, delivers a range of neo-

modern impressions in a wide array of stylings 

to meet today's architectural needs.

Create the finer points of lighting with Lite Energy

Architectural Caging. Their robust

design and the use of

quality materials

ensures that

these fixtures will

continue to make their

statement for years to come. 

Contained within this portfolio are selections for

both interior and outdoor applications, in a wide

range of lamp wattages and sources. We invite you

to explore the design visions shown herein.

W

A R C H I T E C T U R A L C A G I N G .

Lighting with attitude.
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S P E C I F I C A T I O N S

Surface Recessed

Mounting Surface Recessed

Standard Lens White Opal Acrylic White Opal Polycarbonate

Optional Lens White Opal Polycarbonate no other lens available

Hi-Impact Acrylic 

Maximum Wattage

Compact Fluorescent 2xCF42TRI 2xCF42TRI                 

Metal Halide 100w 70w

High Pressure Sodium 100w 70w

Options see page 7 see page 7

Dimensions
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Mounting Surface Recessed

Standard Lens White Opal Acrylic White Opal Polycarbonate

Optional Lens White Opal Polycarbonate no other lens available

Clear Hi-Impact Acrylic

Maximum Wattage

Compact Fluorescent 2xCF42TRI 2xCF42TRI                 

Metal Halide 100w 70w

High Pressure Sodium 100w 70w

Options see page 7 see page 7

Dimensions

Surface Recessed

S P E C I F I C A T I O N S
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A R C H I T E C T U R A L C A G I N G

Mounting Surface  

Standard Lens White Opal Acrylic         

Optional Lens White Opal Polycarbonate

Clear Hi-Impact Acrylic

Maximum Wattage

Compact Fluorescent 2xCF42TRI                                   

Metal Halide 100w

High Pressure Sodium 100w

Options see page 7

Dimensions

Surface
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S P E C I F I C A T I O N S

Mounting Surface Recessed

Standard Lens White Opal Acrylic White Opal Polycarbonate

Optional Lens White Opal Polycarbonate no other lens available

Hi-Impact Acrylic 

Maximum Wattage

Compact Fluorescent 2xCF42TRI 2xCF42TRI                 

Metal Halide 100w 70w

High Pressure Sodium 100w 70w

Options see page 7 see page 7

Dimensions

Series 300Series 200

Series 200
Surface

Series 300
Surface or Recessed
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Surface Recessed

Mounting Surface or Recessed           

Standard Lens Single-side Sandblasted Tempered Glass

(no.409 w/clear tempered glass)       

Optional Lens Linear Prismatic Tempered Glass

Maximum Wattage

Compact Fluorescent 2xCF42TRI

Metal Halide 100w

High Pressure Sodium 100w

Options see page 7

Dimensions

S P E C I F I C A T I O N S
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Series 500
Surface

Series 600
Surface or Recessed

Mounting Surface Surface or Recessed

Standard Lens White Opal Acrylic White Opal Polycarbonate

Optional Lens White Opal Polycarbonate no other lens available

(no.505 w/sandblasted glass) (no.604 w/clear glass)

Maximum Wattage

Compact Fluorescent 2xCF42TRI 2xCF42TRI

Metal Halide 100w 150w

High Pressure Sodium 100w 150w

Options see page 7 see page 7

Dimensions

Series 500 Series 600

S P E C I F I C A T I O N S
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QTD - Quartz Time Delay - HOT/COLD RESTRIKE min. 75w T4 mini-candelabra. Available only for HID products with 100W lamp source or higher.

QEM - Quartz Emergency - must have auxiliary power supply (ie. 120v AC generator)

PHO - Photocell - consult factory for details

HDG - Hot Dipped Galvanized - required for Recessed POURED CONCRETE INSTALLATION

SCE - Side Conduit Entry - location must be specified, consult factory

NOTE: All fixtures are CSA/Cul listed for wet locations

Model No. Lamp Source Voltage Lens Color Option

Sample Catalog Number:

C A T A L O G  N U M B E R I N G  S Y S T E M

O P T I O N S

SERIES MODEL - LAMP SOURCE - VOLTAGE - LENS - COLOR - OPTION

AC 203    -    1X70MH    -    120    -    OP    -    RAL8012    -    QTD

AC QTD - Quartz Time Delay
QEM - Quartz Emergency
PHO - Photocell
HDG - Hot Dipped Galvanized

housing for poured concrete
SCE - Side Conduit Entry

120
277
347

Model #

WH - White
BL - Black
BR - Bronze
MB - Metallic Bronze
SI - Silver
RAL - specify RAL color no.

OA - Opal Acrylic 
OP - Opal Polycarbonate 
CA - Clear High Impact Acrylic 
CTG - Clear Tempered Glass 
STG - Sandblasted Tempered Glass
LPG - Linear Prismatic

Tempered Glass
(check appropriate page for allowable lenses)

1 X F26QUAD 2 X F26QUAD
1 X F32TRI 2 X F32TRI
1 X F42TR1 2 X F42TRI
1 X 50MH (ED17) 1 X 50HPS (ED17)
1 X 70MH (ED17) 1 X 70HPS (ED17)
1 X 100MH (ED17) 1 X 100HPS (ED17)
1 X 150MH (ED17) 1 X 150HPS (ED17)
(check appropriate page for max. wattage limit)
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